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Electrosurgical Generator

Features

+ Clinical Benefits

® Fulgurate : A low spray waveform suitable for non-contact
coagulation on oozing surfaces and underwater
coagulation.

® Desiccate  : Standard coagulation mode.

® Pure : Monopolar Cut mode for underwater and general
surgeries.

elow-cut : Mode specifically tailored for Laparoscopy.
e Blend : Cutting with-*coag_ulaﬂtinn effect.

@ Bipolar Cut : Best coagulation rr'iti‘de when used with graspers.
Specially designed mode for bipolar scissors.

® Bipolar Force Coagulation : Faster Bipolar Coagulation.

e Isolated Generator for Monopolar and Bipolar.
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ALAN's Electrosurgical Generator is designed with latest miniature
electronic circuit design technology. The advanced microcontroller
based technology helps in achieving the desired tissue effects. It’s

SMALLin size but BIG on Performance!

+ Safety

PPCM Alert for Single Pad Patient Plate : With this single pad
patient plate, wire disconnection is monitored and on
disconnection of any wire, The unit stops the HF delivery and
gives an Error message on front panel and PPCM LED glows with

anaudible alarm. Cardiacfloating outputs, Defibrillator proof.

+ Easy to Use
® Feather Touch buttons to select functions.
® Light Weight.
® Digital Volume Control.

+ Reliability

® Standard One-year Replacement warranty.

® No need of Voltage Stabilizer and can handle fluctuations
between 130 V AC - 285V AC.

® Built-in Line Filter protects from voltage Surges and Bad Line
Conditions. Hence no need to use of Spike buster also.

e Works on Generator and Inverter.
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L Lte- Technical Data

H.F. OUTPUT POWER INPUT SUPPLY
Monopolar CUT Input Supply : 230V AC
1. Pure 200 Watts/300 Ohms (C.F. - 1.5) Power Consumption: 500 VA max
2. Low Cut 200 Watts/300 Ohms (C.F. - 1.5) Duty Cycle : 10 Sec. (Active) / 20 Sec. (Pause)
3. Blend 100 Watts/300 Ohms (CF. - 2.5) Inputiee — AN .
Monopolar COAGULATION Output Contro 2 [:Illg;zld[::plav, Push buttons in
1. Fulgurate 100 Watts/500 Ohms (C.F. - 7.0) )
2. Desiccate 100 Watts/500 Ohms (C.F. - 5.5) SAFETY FEATURES
BIPOLAR Basic Construction : In accordance with |EC 60601-1,
1. Cut 70 Watts/100 Ohms (C.F. - 1.5) IEC 60601-1-2 and |EC 60601-2-2
2. Force 70 Watts/100 Ohms (C.F. - 1.5) Protection Class  : 1
MDD : ClasslI B
WEIGHT : Unit Type : CF Defibrillator proof
3.2 Kg. approx All Outputs : Floating Outputs
: PER : 98
SIZE (in mm) :
( ) Electrical Potential Balancing : Connecting Pin and Indicated
310 (L) x 280 (W) X 150 (H) by Symbol.
ACCESSORIES
L Monopolar Foot Cat Na.°‘| Cat. NOJ Cat. Na.J I—D Handswitch Pencil L Magnetic Foot Switch
Operated Pencil with AE-015 AE-016 AE-017 With Cable (Disposable) Three Padal
Five Electrodes & Cable Electrade - 70mm Cat. No. AMI-HPDDO1 Cat. No. AMI-FS3
Cat. No. AMI-MFPO01 (Autoclavable)
B, = .
L Cal. No. |-G Cal. No. |"'0 Cable for Bipoalr |"° Cable For Single Pad Lq Single Pad Silicon
AE-019 AE-020 ;’omelp ! Lspmsmgir. giilé:on .fp?saa'nl-e;s Steel gati:‘nt F:E‘:) é;;&utodavabre}
. B T Bi Ba T Bi mim instrument - 3 mitr. al Bll'rl ate - 3 mir. at No. 4
Forcep B?‘ {ﬁmﬁ:&m Formaayqfr.lgij” {Reumépl:av:LIaJ g:tﬁdua;ﬁé:, CetNo: A0:008

1. ELSY 360 series

2. Argon Plasma Coagulator

3. Touch Series

Manufactured by,

BIOCARE
Flat No. 401, Swathi Apartments, Saleem Nagar Colony, Malakpe,
Hyderabad - 500 036. Ph : 040 - 66779454, Fax : 04024551104

Cell : 9949668339 E-mail : bems99@yahoo.co.in
www.alanindia.net

Certifications & Approvals :

150 13485 : 2003
IS0 9001 : 2008
* Specifications are subject to change due to continual development and upgradation.

- Dealer

Catalogue No. ACN/Med/04,03k/1202/R02




