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PATIENT PLATE WIRELESS FOOTSWITCH

PATIENT PLATE CONTACT QUALITY MONITORING SYSTEM (PPCM)

Thit Manftoring System, monitors Split & Nen-5plit type Patient Plates and deactivates
otput power with ermor mess2ge & audiovisuzl alarm during improper contact between

Eaviert and Patient Plate to eliminate the risk of Patient Burn.
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Split Type PP Split Type PP
{Reussble) (Disposable) LOW ENERGY BLUETOOTH TECHNOLOGY

PPOM with Conventional (Non-Split) Patient Plate - Introduction of LOW ENERGY BLUE TOOTH TECHNOLOGY in Footswitch for Electrosurgery, increases Surgeon’s

SA&n

i . eomfart level and gives them freedom from Wires. Three Pedal Foctswitch makes it easier for Surgeons to
With thi Patient Plate, wire disconnection is menitored and on disconnection of any ? ; s i ¢ e
: ; : ; X operate Monopolar, Bipolar & Ligate at the same time without switching the modas in Unit. It eliminates the
cret of the wire, the unit stops the HF delivery and gives Error message with an audible o - " 3 R
353 16 OT members on resl-time basis need of separate Footswitch for Ligate which further enhances Surgeon's Convenience.
@ Introduction of Wireless Footswitch with Electrosurgical Unit for the first time
FRCM with Spht Type (Dual pad) P Plate : y
. pHL Type | pad) Patient Plate : in the world.
ttar ¥4 51 Type Patient Plate, contact quality is monitored in real-time basis. If the @ ATangle free Environment with new Wireless Footswitch.
" Contat ared with gatient is reduced, it stops the HF delivery and gives error message 2 n d ffer B if i han § ich i I
i an Audibla ) 183 e
with an Aucible Alarm, User can aso seiect Adaplive PPCM to enhance Safety, @ First in the world to offer Battery life of more than 5 years which gives OT team

the freedom from charging and replacing the batteries.

Azn rongly recom ® Working Range more than 10 Meters. =y T
y lf recommends the use of Split Type Patlent Plate with adaptive mode for b3
“-‘J"\umg[er‘._

@ Water & Explosion Proof Design.




